







1%-3-5-8-12-20 Tons 
For Cars-Trucks-Busses 


The 1% Ton Giant-Lift Jack is recommended for cars and light type 
delivery trucks; 3 Ton models for trucks ranging from 8,000 to 
14,000 Ibs.; 5 Ton models for trucks ranging from 12,000 to 20,000 
lbs.; 8 Ton models for trucks ranging from 20,000 to 30,000 Ibs.; 
12 Ton models for trucks and loads of 30,000 to 40,000 Ibs.; and 
20 Ton models for 40,000 to 60,000 Ib. loads. 
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Cap.| Model Hydr. | Hydr. | Hand Total | Weight | Case 
Tons No. Low Lift Ext. Hght. | Packed | Ship. 
1 | JX107 ad 514” 214,” 14%” 10 Ibs.| 10 
3 | JX308.5 81” 6%" 3” 1754” |15%lbs.| 6 
3 | JX310 10” 71” 3” 2012” | 1614 lbs.) 6 
5 | JX508.5 Slo” ay 3” 17%” 20 Ibs.| 5 
5 | JX510 10” 7A" a 2014” 21 Ibs.| 5 
8 | JX809 9” 614” 41/4” 19%” | 26% Ibs.| 4 
8 | JX810.5| 1012” 734" 41,” 2214” 28 Ibs.| 4 
12 | JX1209 9” 5%,” 314” 18” 36 Ibs.| 3 
*12 | Jl211 : A a” None BB” 39 Ibs.| 3 
*20 | J2011 a” 6Y2” None 17%” 63 Ibs.| 2 








DESIGN FEATURES 






Cut away view of removable pump unit. This unit now comes packed in 
attractive individual cartons for customers’ convenience, 


Leak-Proof Perfect Balance 


Ram centered on stand- 
ard size base distributes 
load evenly. 


a Handle socket with 
direct mounting in ] 





Single joint com- 
pletely seals oil 
reservoir. 



















3 front-center positio 
for perfect balangé. 


Filler Oo. 


proper oil level. 


i 


Reservoir cyclinder 
as integral part of 
base casting 
makes for super- 
stability and elim- 
inates joint ordi- 
narily connecting 
reservoir and base. 


Ribbed and _ rein- 
forced sled _ base. 


Tested ram 
cylinder assures 
high safety factor. 





Absolute internal 
confinement of high 
pressure oil and 
complete _ elimina- 
tion of troublesome 
leaky base plugs. 
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Most accessible and 
balanced _ release 
valve position. 


S. P. FORM 162 
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New Feature 













Every Jack is_ fitted 
with a fine mesh brass 
strainer screen to ar- 
rest any particles of 
dirt which may happen 
to get in the oil reser- 
voir when adding oil, 
thereby preventing same 
from entering the check 
valves. 


GIANT-LIFT 
HYDRAULIC 
TRUCK 
JACK 


Perfectly Balanced 
Easily Positioned 
Under Axle 





Model .JX107 equipped with 34” two piece handle. 3, 5, 8 
and 12 ton models have 20” one piece solid super-strength 
steel handle. The 20-Ton takes a 28” one piece solid super- 
strength steel handle. in 


Fig. 1. The Pump, including all valves, is built into one steel unit. 
This unit is easily removed for cleaning the valve seats, replacing 
packings, etc. Valves are seated in steel which affords a closer seat. 
Pump unit with valves enters into bottom of oil reservoir so that oil 
is drawn directly into pump. As oil leaves through lower valve it 
enters an internally drilled channel to the piston cylinder. This con- 
struction eliminates necessity of drilling channels from exterior of casting 
to carry oil to and from pump, which drill holes must be plugged from 
outside. No leaky plugs in Giant-Lift. 


Fig. 2. The angled pump saves space and makes it possible to center 
lifting ram so Giant-Lift loads are carried in center of base. 


Fig. 3. Handle socket fastened directly to main jack casting instead 
of on side or to separate pump unit in_ front. Consequently, 
—— are more easily and accurately positioned from end of 
andle. 


Fig. 4. Release valve placed directly under center of handle socket, 
not possible on ordinary jack construction where this space is con- 
sumed by plugged up drill holes. 


Fig. 5. Reservoir cylinder is one-piece eliminating the joint in area of 
greatest strain toward bottom of Jack. No chance of seepage. 


Fig. 8. Large, ribbed and re-enforced sled base. 
Fig. 9. Ram cylinders are of special steel, pressure tested for over- 
oad, 


PRINTED IN U.S.A. 


} Hydraulic 


The New Improved Chain Hook 


BUMPER ana UTILIT 


JACKS 


Hydr. Total Weight 
Low Lift Height Packed 





J120-H | 2214” 17” | 39%” | 17% Ibs. 
$120-H | 22” 17” | 39” 1734 lbs. 





J120-H and $120-H have Grab Hook on last 
link as illustrated. 





The new double handle socket (another exclusive American 
feature) enables operator to lift a car or other loads without 
stooping. Both models J-120-H and S-120-H have it. 

















Picks ’em up 
low - lifts ’em 
up high. Ilus- 
tration shows 
how American 
Chain Lift 
reaches way 
down to bump- 
er bracket. The 
JI120H lifts 
from below its 
own base level. 







Improved chain 
fastener — non- 
breakable steel. 





























Drop forged grab 
hook permits lifting 
below base level. 
Exclusive with Amer- 
ican. 





New lifting range 
of 17” required 
for the newer cars. 








Showing adjustability of chain and grab 
hook in lifting late model cars, which have 
covered bumper arms, 


Only the 
American 
Chain Lift 
Bumper = _ Jack 
can reach low 
enough to 
raise cars from 
ditches or 
deep chuck 

holes. 


Double handle 









30” chain tested for 
the heaviest pulls. 


Chain Lift 
Jacks can _ be 
easily applied 
on draw bar or 
other parts of 
tractor where 
ordinary jacks 
would not fit. 






Detachable swivel 
base, easily dis-as- 
sembled and stowed 
in tool or luggage 
compartment. 









Removable pump 
unit. 


Americans are indispensable on _ the 


farm for pulling posts, lifting stumps 
and heavy machinery. The J120-H 





AMERICAN HYDRAULICS, Inc. WISCONSIN UEA. 


Utility and Bumper Jacks 


A UTILITY TOOL - 
CAR JACK - - IT WILL 


- NOT JUST ANOTHER 
MEET SITUATIONS NO 


OTHER JACK CAN HANDLE « « « « « 


American Uydraulic Bumper Jacks are designed to accommo- 
date all cars, and demanded especially for use under knee-action 
and streamlined models. These modern Hydraulic Bumper Jacks 
eliminate all former inconveniences and dirty work. After locking 
the brakes securely, these sturdy jacks are hooked on to the front 
or rear bumper, or the tested chain can be snugly hooked on or 
around the bumper arm. The unique chain fastener can be used 
on any car. Superior to ordinary hooks or clamps. By wrapping 
the chain tightly around bumper arm or hooking on bumper, 


the jack starts lifting with the first upward movement of the 
ram, thus utilizing every inch of the lifting range. Ram fitted 
with head for direct lifting if desired. The chain and upper end 
of the jack are cadmium plated to prevent rusting. Considering 
the greater convenience in operation, adaptability to all cars and 
farm use, attractive appearance and low price, these bumper 
models are the ideal jacks for the individual car owner, garages, 
and all farm work requiring efficient jack service. 


Important features found in these two American Utility and- Bumper Jacks are -- Chain 
with drop forged grab hook, permitting lifting below base level -- A lifting range of 
17 inches, required by the newer cars -- new 30-inch chain, tested to withstand the 
heaviest pulls -- Wide rigid hexagon base, which is removable in the J120-H models. 
The S$120-H has all the improved features found in the higher priced jacks -- it differs 
only from the J120-H model, in that the hexagon base is integral with the body and that the 
pump unit is not removable, as in the J120-H, Giant Lift construction. Both models have the 





















PACKED SIX (6) 
IN A SHIPPING CASE 


Model..........3% $120-H 
Capacity, Tons...... 1% 
FANGS on ce eae 20” 


Height, Lowered ... .22” 
Height, Extended... .39” 
Hydraulic Lift ...... 177 
Weight Packed 17% Lbs. 


Double handle 
socket, 


ESE ef, 
STANDARD 


winoet 











Base integral with 
body castings 
non-removable. 





The $120-H 


AMERICAN HYDRAULICS, Inc. 


double handle socket which eliminates stooping. 





The easy SAFE way- of QUICKLY raising and lowering ALL cars. 


SHEBOYGAN, 
WISCONSIN, U.S.A. 














American Hydraulic 


‘AUTOMATIC JACKS’? 





American vehicle-attached Automatic Hydraulic Jacks 
raise and lower any wheel of your car SAFELY by the 
turn of a knob on the dashboard, in less time than it 
takes to remove a portable jack from the tool compart- 
ment. Designed so car cannot slip off jack. Fully auto- 
matic safety switch prevents car from lowering while 
wheel is being changed or chains are being put on. 
American Automatic Jacks have scores of other features 


you want and need. See it soon at your dealer. 





U. S. PATENT NO. 2,401,787 
OTHER PATENTS PENDING 


errr rere 
OYGAN, 
AMERICAN HYDRAULICS, Inc. WISCONSIN, U, 8. A. 





Dealer Price List DR-3 
Supersedes Price List DR-2, Dated May 15, 1950 Effective August 15, 1950 


AMERICAN HYDRAULIC JACKS 


STANDARD LINE 


PASSENGER CAR JACKS 
Standard Shipping Suggested Suggested 


Capacity Shipping Case Wt. List Dealer or 
Model No. Type (Tons) Case Lbs. Price User Net 
SX107 Under Axle 1% 14 115 $ 8.25 $ 6.20 
S$120B Bumper 1% 6 114 14.05 9.85 
TRUCK AND INDUSTRIAL JACKS 
SX308.5 Light Low 3 7 112 17.85 12.15 
SX310 Light High 3 6 100 18.30 12.80 
SX508.5 Medium Low 5 5 108 20.21 14.15 
SX510 Medium High 5 5 115 21.20 14.85 
SX809 Heavy Low 8 4 109 24.55 17.20 
SX810.5 Heavy High 8 4 112 25.80 18.05 
SX1209 Extra Heavy Low 12 8 110 33.65 23.55 
$1211 Extra Heavy High 12 8 115 85.45 24.80 
$2011 Extra Heavy Low 20 2 128 66.85 46.80 





GIANT LIFT LINE 
PASSENGER CAR JACKS 





JX107 Under Axle 1% 12 118 11.40 8.55 
J120H Bumper 1% 6 118 18.85 18.20 
FJ120H Tripod Special 1% 1 32 23.20 16.25 
FT120 Tripod Attachment Only 1 15 6.30 4.40 
TRUCK AND INDUSTRIAL JACKS 
TJ3.15 TeLOWscoper 38% 7 105 20.00 14.00 
]X308.5 Light Low 3 % 112 20.00 14.00 
JX810 Light High 3 6 102 21.00 14.70 
JX508.5 Medium Low 5 5 110 22.35 15.65 
JX510 Medium High 5 5 115 23.50 16.45 
TX809 Heavy Low 8 4 112 27.15 19.00 
JX810.5 Heavy High 8 4 116 28.50 19.95 
JX1209 Extra Heavy Low 12 3 111 37.65 26.35 
y1211 Extra Heavy High 12 8 118 89.55 27.70 
J2011 Extra Heavy Low 20 2 128 66.85 46.80 
J3011 Extra Heavy Low 30 1 85 80.70 
SERVICE JACKS 
FC1% Straight Wheel 1% 1 15 51.35 
SFC1% Swivel Wheel 1% 1 80 63.20 
JBL1% Bumper Lifter Special 1% 1 85 66.45 
BL Bumper Lifter 

Attachment Only Sv 4.70 Ted 
% Pint Can Container 24 15 40 
1 Quart Can Container . 40 .90 
1 Gallon Can Container 65 1.65 


“LUTHER” ELECTRIC GRINDER FOR AUTOMOTIVE SERVICE SHOPS 
AND GARAGES 


Wheel Shipping Suggested 


Model H.P. Motor R.P.M. Diameter Wt. Lbs. User Price 
P-14M 1/4 110/220 V 60 Cycle 1 Phase A.C. 3450 6 44 $38.45 
P-138M 1/3 110/220 V 60 Cycle 1 Phase A.C. 3450 6 48 54.45 
P-12M 1/2 110/220 V 60 Cycle 1 Phase A.C. 3450 i 81 76.45 








All Prices Are F.O.B. Sheboygan, Wis., and Subject To Change Without Notice. 
Freight Allowed on 100 Lb. Shipments To Any Point in U.S.A. 


AMERICAN HYDRAULICS, Inc. WEEBOYGAN, 


S. P. FORM 46 REV. - 8-50 SEE OVER FOR COMPLETE STATEMENT OF TERMS. PRINTED IN U.S.A. 
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TERMS 


30 Days net or 2% cash discount, 10th prox., on net amount of merchandise invoices. Orders will be accepted 
only upon basis of prices and terms as shown in this price list which apply to standard shipping case quantities 
as shown. Reservations or unusual terms on buyers orders to the contrary are not binding and acceptance of 
merchandise by buyer will be construed as waiver of such stipulations. Changes or cancellations of orders by 
buyer are subject to our approval and not effective until written acceptance is issued by factory. Written per- 
mission must be obtained prior to returning new jacks to the factory for credit or exchange. All such ship- 
ments must be prepaid and are subject to a 10% handling charge. 


FREIGHT ALLOWANCE 


The lowest tariff rate available on shipments of Hydraulic Jacks and Hydraulic Jack Oil is allowed on ship- 
ments of 100 Ibs. or more. When buyer requests shipment by a faster or different route, freight allowance will 
be based on the lowest rate but the additional cost must be paid by the purchaser. This allowance is credited 
on the invoice. 


DIRECT SHIPMENTS 
Drop shipments on any standard shipping case quantity will be made upon order at no extra charge and trans- 
portation charges will be allowed as above provided a 100 lb. shipment is made. 
WARRANTY 


American Hydraulic Jacks are carefully designed and accurately machined and carefully assembled and test- 
ed. They are guaranteed free from defects in material or workmanship for a period of one year from date of 


manufacture. We will repair or replace any defective American Jack on a no-charge basis provided the Jack 


is submitted, transportation charges prepaid, to the factory or an Authorized Service Station for inspection. A 
full and complete explanation of any complaint must accompany the Jack if warranty adjustment is desired. 
If inspected and found not defective, the Jack will be returned at the customers expense. This warranty does 
not apply to any Jacks worn out in service, damaged by overloading, accident or the use of improper oil. Any 
alterations which affect the operations or condition of the Jack or any damage from repairs made by other 
than our Authorized Service Stations will void this warranty. 


SERVICE STATIONS 


A list of the locations of all Authorized Service Stations is provided for all users of American Hydraulic Jacks. 
These Service Stations, which are specially selected, have experienced mechanics and are well qualified to 
perform any repairs. They maintain a current stock of American parts to promptly fill your orders at the 
same discount which the factory allows. American Service Stations are strategically located so that transpor- 
tation cost is reduced and service is prompt and nearby. Send all Jacks in need of repair to the nearest Auth- 
orized Service Station. 


RATINGS 


“All American Jacks are individually tested at the factory before shipment and will lift a maximum of 1% 


times rated capacity. 














Jobbers Price List HT-2 Effective August 15, 1950 
Supersedes Price List HT-1, Dated May 15, 1950 


American Hydrau Tools 





LIGHT DUTY Model Wt. Lbs. Suggested Dealer Jobber 
No. Shipping Or User Net Net 
POWER, UNE 6 acc cus: pS gfoes o's LY be fears o 10 $19.65 $18.75 
HYDGAU EET ..g co ctew dex zee 2 es ere 66 51.10 35.75 (Incl. JP-118 - 4000 Ib. unit) 
ACCESSORIES FOR LIGHT DUTY 
List Price — — — LESS 30% — -—— — List Price 
Each Each 
JP-118.. 4,000 Ib. Capacity Hydraulic Unit..... ae Wedge Toe Base (2 included)......... 1.15 
=. ae Knuckle Joint Connection............. GAS ‘2 ele OU ats WESOr st cos sc eee 1.50 
jer. 12” Extension Pipe (4 included)...... 1.30 J-S0u. wT (Us Bloch ase a fonts e) Bee. We 95 
| 2) See 5” Extension Pipe (2 as . vagerdere 55 BBa5¢)..s Hendar Gide. wscce es asecn tered’ os 2.40 
|<. ne 1%” Close Nipple (2 included)........ 55 J-88..... Sewated HOA i. Steer sapien oval aed eats Lb 
2! Bumper Jack head with 8 ft. Chain & TRIO cane * Extension Pipe Coupling (4 included). . 1.55 
Grabs Ode wt ee esas ee 8.05 J-38..... Metal Bén i) YORE AVL) RA &. 18.20 
J-25.....90° Angle Base (2 included).......... 1.20 J-140U. . Hydraulic Pump Handle (included in 
3-260... . : a” Bactivis Base. 5 oie es os oi 8 ee ons 1.50 PEALISY On) 3. bepee Aitereto ye oe es 2.75 
a an Si” + GA” Bloat Base: i... 2 cess cess 1.45 J-167... 8 tt: Cham with Grab Hook. *......... 1.70 
ee e——S—=——$vO“O“*“ORA"W”“OOW@SSm9999NanWaOanWnm@mam=s™m™=™s—™m—— —'’' 
HEAVY DUTY 
POSE NET ha nt PEE aki Ts (a a 16 24.00 ' 16.80 
BRA Str ee. ck re til Die eas 90 64.85 45.40 INCLUDING 
HYDRAU Ser’ 20 S!9'! 22907, Heo8TO' ts, 10. 79448), 238 147.70 103.40 JP-311 
DRA SH 8 .Alel ..1. BERLOP (1. aii). VC. a 328 177.10 123.95 POWER UNIT 
HYDRAU SHOP............... eC ae ilies 275 233.70 163.65 10,000 Lb. 
PVA, SHOP is 6 gcc oeeawe es 0 365 267.70 187.40 Capacity 
er ee HP-05 .....9teur 112 55.80 39.05 pe 
SPRING SPREADER...........- SPGS 2... Q7 30.50 21.35 (PUSH ONLY) 
PRESS ‘ONLYs 2382 BVA? VE 28. PEPLSB eS 96 29.50 20.65 





ACCESSORIES FOR HEAVY DUTY 
List Price 


i, ¥E-. — LESS 36% =. = = List Price 


Each Each 
JP-311.. 10,000 Ibs. capacity Hydraulic Power J-765. eis 20” x 1%” Steel Tube Extension...... 2.80 
Unit Includes J-140U - J-81l........ | Ey i i 30” x 1%” Steel Tube Extension 
J-140U. . Hydraulic Pump Handle, U Shape (2 incl.) $2.85 each. ...Per Set $5.70 
eee Rae 0 9 ae a ices oe ari 2.75 J-81..... Threaded Protector Ring for Power Unit 
| et ee Pender “Gldiip) ).)5. 6... 708 DAO 2.40 _ (For JP-311 Unit Only)............ 1.55 
JeBOL ie: Serrdted: Heads. eins mises > 2% nee { +s 1.10 | ee | Steel Tube Coupling (2 incl.) $1.75 each 
bet ewer Small Chain Plate (2 included), $1.55 ea. | Per Set $3.50 
Per Set $3.10 J-33...223 3%” by 7’ Chain with Grab Hook (2 incl.) 
jos: Lares “Ghiain’ Plate. 2 0n8 Seise ls. 3.10 $6.05 each). ue. Per Set. $12.10 
580 . 76 Too Miook tages . (5.0). HUN es .90 |=: 7 pee ¥%” Angle Hook Pin (2 incl.) .85 each 
|Z. oa Offset Wedge Toe or Spring Spreader Per Set $ .70 
(2 incl.) $1.00 each... .Per Set $2.00 Bows i B/1G” SUIGie Pi. c.. ss neeaves cea 30 
ES ee ae” Bre Ibe GRO. aoccs bw wesw: oe ess 1.90 JWP-12. Wheel Pusher Spoon..............+«. 4.75 
J-56..... Craig HASe. hi cuek jo cis Se kann wah 2.10 JWB-6.. Corner and Hedder Panel Spoon...... 4.05 
Ore... Bottom Spreader Toe.............-.- 2.20 JDM-4.. Drip Moulding Spoon................ 3.85 
|S. Fee Torr: Bodandes hOGa dh ks ener Veo acyl 2.00 JBP-11.. Wheel House Beading Spoon......... 4.40 
J-58.. 15! 90 Degree Angle Base (2 incl.) $1.60 ea. JCW-9..Cowl Wheel House and Door Spoon... 4.75 
Per Set $3.20 _ JHD-6.. Hexagon Tool Adapter............... 2.85 
j-60....: 4” Radiis Base. 2)... IB. 2.00 JMR-3.. Quarter Panel Spoon................. 4.15 
j2O1s: ux Threaded Clamp Toe (2 incl.) $1.70 ea. JH-4...., Fender. Hook, »2.46.4. 5's «sleds! us ore nye 2.55 
Per Set $3.40 70-6. ...JR0R DOOUY BIO 6.68 805 ee matings 4.75 
J-Os 508 Plain Clamp Toes .i.105 ee ee 1.20 Titel. FLOR WO BOOON. Orc, wis ten eee 5.05 
| Ag a Knuckle Joint Connection............ 5.55 JWC-S.. Caulking Iron ....... 5/0280). 2.50 
j-72....12” Tube Extensiit.c.. 2.10... trae 2.30 TOP-1....Offset Pushing Toal......3..... se 2.85 
| ds es. 144” Heavy Weight Close Nipple (2 incl.) BU-700. Rubber Head 8%” Dome............. 5.80 
B5e eG0h 6... eee s Per Set 1.10 BU-705. Rubber Head 256” Dome............. 4.20 
$7470. £9 5” x 1%” Steel Tube Extension...... .80 BT-37. . .Body GCiaciing Tram Gauge.......... 5.65 
| Ay ee 10” x 1%4” Steel Tube Extension...... 1.10 Wheeled Stang 22. .- 3. « «thane fat 99.00 


“LUTHER” ELECTRIC GRINDER FOR AUTOMOTIVE SERVICE SHOP 
AND GARAGES 





Diameter Shipping Suggested Jobber 
Model H.P. Motor R.P.M. Wheel Wt. Lbs. User Price Net 
P-14M..... [LY L: ne are 110/220 V 60 Cycle 1 Phase A.C...... Cus! | a Bd yea ee ee 88.45 26.90 
P-13M..... VAS) gee 110/220 V 60 Cycle 1 Phase A.C...... BADU. . was! Bios unis meal eT ee 54.45 38.10 
P-12M.....1/2....... 110/220 V 60 Cycle 1 Phase A.C......3450.......7........_ 81... 76-48 

PRICES SUBJECT TO CHANGE WITHOUT NOTICE. 
eee Ss S.aGMM S00. 5050. 00S 
AMERICAN HYDRAULICS, Inc SCONSIRIEE 
a 5 WISCONSIN, U.S.A. 


S. P. FORM 164 (OVER) PRINTED IN U.S.A. . 








TERMS 


30 Days net or 2% cash discount, 10th prox., on net amount of merchandise invoices. Orders will be accepted 
only upon basis of prices and terms as shown in this price list which apply to standard shipping case quantities 
as shown. Reservations or unusual terms on buyers orders to the contrary are not binding and acceptance of 
merchandise by buyer will be construed as waiver of such stipulations. Changes or cancellations of orders by 
buyer are subject to our approval and not effective until written acceptance is issued by factory. Written per- 
mission must be obtained prior to returning new jacks to the factory for credit or exchange. All such ship- 
ments must be prepaid and are subject to a 10% handling charge. 


FREIGHT ALLOWANCE 


The lowest tariff rate available on shipments of Hydraulic Jacks and Hydraulic Jack Oil is allowed on ship- 
ments of 100 Ibs. or more. When buyer requests shipment by a faster or different route, freight allowance will 
be based on the lowest rate but the additional cost must be paid by the purchaser. This allowance is credited 
on the invoice. 


DIRECT SHIPMENTS 


Drop shipments on any standard shipping case quantity will be made upon order at no extra charge and trans- 
portation charges will be allowed as above provided a 100 Ib. shipment is made. 


WARRANTY | 


American Hydraulic Jacks are carefully designed and accurately machined and carefully assembled and test- 
ed. They are guaranteed free from defects in material or workmanship for a period of one year from date of 
manufacture. We will repair or replace any defective American Jack on a no-charge basis provided the Jack 
is submitted, transportation charges prepaid, to the factory or an Authorized Service Station for inspection. A 
full and complete explanation of any complaint must accompany the Jack if warranty adjustment is desired. 
If inspected and found not defective, the Jack will be returned at the customers expense. This warranty does 
not apply to any Jacks worn out in service, damaged by overloading, accident or the use of improper oil. Any 
alterations which affect the operations or condition of the Jack or any damage from repairs made by other 
than our Authorized Service Stations will void this warranty. 


SERVICE STATIONS 


A list of the locations of all Authorized Service Stations is provided for all users of American Hydraulic Jacks. 
These Service Stations, which are specially selected, have experienced mechanics and are well qualified to 
perform any repairs. They maintain a current stock of American parts to promptly fill your orders at the 
same discount which the factory allows. American Service Stations’ are strategically located so that transpor- 
tation cost is reduced and service is prompt and nearby. Send all Jacks in need of repair to the nearest Auth- 
orized Service Station. 


RATINGS 


All American Jacks are individually tested at the factory before shipment and will lift a maximum of 1% 
times rated capacity. 








